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Description

Processor Dual processor - 32-bit secure + Quad-core Cortex A9 Kernel, 1.2GHz
Memory 8GB flash, 1GB DDR
Display Full color 5.5” 720 x 1280 LCD, color touch screen, signature capture, video capable
Connectivity Dual-Band WiFi, Bluetooth 4.0, 3G, 4G, GPS, Micro USB OTG
. EMV 4.3e level | & I, PCI 5.X, NFC, D-Pass, Expresspay, Interac Flash, JCB Contactless,
Certification

Mastercard Contactless, Visa Paywave

Card Readers

Triple-track bi-directional magstripe reader, NFC, ISO7811, ISO7812, 1SO4443 A/B, Mifare, up to

2 SAM slots
Security 3DES Encryption, Master/Session and DUKPT key management
Camera 1D/2D scanning, optional auto-focus camera
Printer High speed, easy loading, 58mm paper width, 40 mm roll diameter
Battery Rechargeable, 2600mAH, 7.4v, integrated charging
Power 5V DC, 2A
Physical (190x84x62mm) - (7.5” x 3.3” x 2.4”) LxWxH

FingerPrint Scanner

FBI Certified

PIV Specification, Mobile ID FAP 10

STQC Certified

1SO19794-2, 1SO19794-4, ANSI 378, ANSI 381 and WSQ supported

Capacitive fingerprint technology with superior image quality
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